Service Data ViCkel'S®

Control Valves

Flow Control Valves
F(R)G-06-*-11/12/13

— Hole
Model Inner Outer | Valve | @Body S/A | Sleeve /
Spring Spring
(F3)-FG-06-** | 271434 | 0001105504 | 132069 307516
(F3)-FRG-06-*-*|  — 105587 | 296663 105503 =) ]
A 197643 Back-up Ring 432568 Screw (2 req’'d) :
Torque 1,1-1,6 N.m. (10-14 Ib. in.)
387129 Plug (LH) A154020 “O” Ring (2 req'd)
950 Screw A 154023 “O” Ring
(2 req'd)

323273 Retainer
165381 Shim

< A154014 “O” Ring Hydrostatic sleeve must
@@ be assembled with hole

A 154080 “O” Ring —— in position shown.

i ——

Valve (See table)

A154081 “O” Ring

. A 197644 Back-up
@Body (See table) QY Ring
©113000 Plug @ o 387128 ngg
387130 Pin (2 req'd) .6094 ° )

Drill thru - .6240-.6245 o OL
Ream at assembly @
0
104739 Pin —////ﬂ % ‘f((@
A154016 “O0” Ring ———————
@ o
292230 Screw
<1485 Nut
<>283949 Lock Screw
<>293948 Piston
< A 154006 “O” Ring
<2282 Spring
290057 Piston
1069 Screw \ 292229 Seat
Model Throttle ©7078 Plug
357064 Knob (F3)-F(R)G-06-24-1*| 133181
(F3)-F(R)G-06-32-1*| 133182 <©113000 Plug
3X-184174 Screw <130651 Pi
e Plate (F3)-F(R)G-06-45-1*| 133183 in
_ @CAUTION 113000 Plug
F3 equivalent Add lead chamfer to cross pin
Seal Kit 919897 hole in hydrostat sleeve bore
to prevent cutting “O” ring at
[Alncluded in 919449 Seal Kit | A assombly, 9 ['© FRG Models only |
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(F3)-F(R)G-10-*-12/13 Model Outer | fValve | @Body S/A| FSleeve +Valve and Sleeve must be
i laced as a sub-assembl
(F3)-FG-10-*-15 Spring rep y
(F3)-FG-06-** | 122990 | 376086 | 246429 376085 | | 1N the FG-10-"-12/13 models
(F3)-FRG-06-*-*| 104697 |><105587| 292228 k104728

Outer Spring (See table)
122991 Inner Spring

A271801 Back-up Ring
(2 req'd)

240743 Plug

154086 “O” Ring

432568 Screw (2 req'd)
Torque 1,1-1,6 N.m. (10-14 Ib. in.)

A154080 “O” Ring (2 req'd)
A 154026 “O” Ring (2 req'd)
323274 Retainer
< A154014 “O” Ring

Drill Point

240740 Pin
(2 reqid) Sleeve (See table)
@Body (See table) FG Model only

Sleeve “V” slot and valve
drill point must be in line
with each other and
positioned in relation to
valve body as shown.

Valve (See table)

©113000 Plug

A271802 Back-up
Ring (2 req'd)

Valves require (4) 240691 Outer Rollpins
and (4) 250958 Inner Rollpins

.506 - .510 dia.
hole at assy.

Assemble the pins with slots facing
the outside of the valve.

240741 Plug
RH

104739 Pin

1069 Screw
357064 Knob

3X-184174 Screw
Name Plate

A154077 “O” Ring

A 154088
“O” Ring

— <292230 Screw
<1485 Nut
—— 283949 Lock Screw
293948 Piston
< A154006 “O” Ring
<2282 Spring
290057 Piston
292229 Seat

<&7079 Plug
<>113000 Plug
104740 Pin
7074 Plug

Model Throttle
EE:;:,EEQ%__;&??H”S 133208
EE?;:E@S__%_Z?MB 133207
EES;:E@S_;&??MB 133206

F3 equivalent
Seal Kit 919898

| Alncluded in 919450 Seal Kit |

@CAUTION
Add lead chamfer to cross pin
hole in hydrostat sleeve bore
to prevent cutting “O” ring at
assembly.

>kNote

For -12 & -13 designs, assemble sleeve
and valve as shown on front page with
hole 30° from horizontal center line.

A




